
RoboGEO

How to geotag images for CAP using RoboGEO



InitialInitial RoRobbooGEO Screen

• The startup screenp



Load ImagesLoad Images
• Click on Step 2 and select either an entire folder or specific images
• Click on an image row in the grid to see a thumbnail image
• Data shown below is the result of having the GPS sensor attached 

to the camera – GPS was not locked on for the first imagge



ToTo ViewView MeMettadata

• To view the image metadata, rigght click a file name and select 
View Metadata.  The original data or what will be written if 
processing is done can be selected.



Load Track DataLoad Track Data

• Click on Step 3 to load the track data from a GPS or filep
• Click the Tracklog tab to see the data



Track Log supplies Direction of PhotoTrack Log supplies Direction of Photo

• Note that the direction is now shown on the Photos tab and the
first image now has lat/long from the track log

• Direction of travel over the ground is derived from the track log and
the camera offset is added to this value

• Type the title desired to appear on the top of the image



Process the imagesProcess the images

• Click on Step 4
to rewrite the
meta data and
stamp thep
images, click Do
Both of the
aboveabove

• Place processed
images in a
second foldersecond folder
so original
images are
retainedretained



Checking North DirectionChecking North Direction

• After selecting the folder forg
the processed images you
will be asked if you want to
specify the north arrow – sayspecify the north arrow – say
yes

• The next window will allow
reviewing all images with the
north arrow direction shown

• To adjust north arrow click on• To adjust north arrow click on
image where north really is



Fully Processed ImageFully Processed Image

• CAP logo and title across the topg p
• Date, time, lat, lon, dir, alt, N arrow across the bottom



RoRobbooGEO Steps




